
Attachment 1 
Plugging and Abandonment Plan 

Sedat #4A Injection Well 

Plugging and Abandonment Plan: 

The company will plug the Sedat #4A in accordance with the Pennsylvania Bureau of 
Oil and Gas Management and the EPA regulations in place at the time of abandonment. 
The following actions will be taken: 

* Move in service rig
* Set 4½" Cast Iron Bridge Plug at approximately 1,680'
* Run 2 7/8" tubing to 1,680'
* Spot solid plug from CIBP to Surface
* Retrieve and lay down tubing string
* Rig down and move out
* Haul tubing to storage or disposal
* Install monument with requisite detail

Form 7520-19 and cost estimate is attached. 
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Attachment 1
Sedat #4A     003-21644
P&A Schematic

16" Casing @ 31'
Sanded in w/ Cuttings

13⅜" Casing @ 302'
105 sks Class A
Cemented to Surface

9⅝" Casing @ 564"
Balanced and Grouted 
to Surface
250 sks Class A

7" Casing @ 1906'
270 sks Class A
Cemented to Surface

4½" Casing @ 3886'
80 sks Completion Blend
Cemented to 2400'

2nd Bradford
3761'-3767'

2nd Balltown
3445'-3452'

Speechley
3132'-3163'

Speechley Stray
3060'-3064'

Murrysville Sand
1706'-1800'
Perforated Interval
1740'-1800' 4 shots/ft

Fourth & Fifth Sands
2210' - 2330'

Plug #5 
7" Mechanical Bridge 
Plug  Set at 1850'

Cement Plug #4
2110' - 2450'

Cement Plug #3
2962' - 3213'

Cement Plug #2
3345' - 3502'

Cement Plug #1
3660' - 3886'

Plug #6 P&A
Cement Plug
45 sks Type 1
1640' - 1850'

Cut 4½" Casing
Cement Top 






